
 






	[image: Quote Request Sidebar]





	[image: Webinar Sidebar]





	[image: Solar Calculator Sidebar]








[image: VEMC Logo]
		  
		
				 About Us  
						Our History
	Vision & Mission
	Awards
	Accreditation


				
	 News & Events  
						News
	Events


				
	 What we do  
						Project Management
								Project Consulting
	Pump Energy Audit
	Corrocoating
	Case Studies


						
	Products & Services
								Products
	Services
	Spares


						
	Renewable Energy
								Solar
	Wind Tubine
	Micro Hydro Turbine


						


				
	 Customer Info  
						Industries
	Downloads
	FAQs
						    	Pump FAQs
	Solar FAQs


						
	Complaint Registration


				
	 Powerful Insights  
						Blogs
	Success Stories
	Podcasts


				
	 Careers  
						Overview
	Current Openings
	Learning & Development


				
	 Quote Form  
						Pumpsets
	Motors
	Valves
	Solar
	Air Compressors
	Control Panels


				
	 Contact Us  
	


                    
                        
                        
                            
                        
                        
                            
                        
                    

                

				
			
		

	









	
		[image: Snow]
		Products

	









	
		
			
				
						Home
	 What we do 
	 Products & Services 
	Products
	Valves
	Non-Return Valve
	Swing Check Type Multidoor Reflux


				
			

		

		
			
			
								
					
		
            		        
            				
            				[image: ]

            				
            			    

            			    
            			    
            				Swing Check Type Multidoor Reflux'

            				Overview:

These valves are very useful in preventing back flow of water to the pump. These valves have minimum head loss and can be very competitive in terms of long service life. These valves are very useful in waterworks pipelines to reduce hammer effect. Non slam and quick closing characteristics have made this product a very demandable one across markets.

Features: 

Swing check type design Rigid and sturdy design with minimum head loss Long service life and leak-tightness of high order Suitable for clear water having turibidity upto 3000 o ppm and temperature of 65 Centigrade (rubber to o bronze / stainless steel seating) and upto 95 Centigrade (Bronze/ bronze, stainless steel / stainless steel seating

Application:

Used in waterworks piplines to reduce water hammer effect Preventing back flow of water to the pump

Specification:

Manufacturing Standard BS 5153 (EN 12334) / IS 5312 Part 1 & 2 Size Range 40 to 1500 mm Pressure Ratings PN6, PN10, PN16 End Connection Flanged
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